


The Oneshield Bandwidth Manager solves network problems, slow-downs and collapses of business critical network applications that 
result from congestion at typical network bottlenecks. Powered by a powerful Layer 7 architecture the Bandwidth Manager allows the 
definition of multiple sub-channels to “divide” and optimize the available bandwidth.
Oneshield Networks is an European high-tech brand focusing on embedded IT and communication solutions. The Oneshield Networks idea 
is powered by Delemont Technology, with main headquarter in Venice Italy. Delemont is a company that develops, manufactures and sells 
network appliances, specifically designed and optimized for small and medium size enterprises.
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FEATURES
Performance Oneshield BM Family

Effective Managed Bandwidth (Mbps) up to 100•	
Pass-through Bandwidth (Mbps) up to 100•	
Analysis Mode Bandwidth (Mbps) up to 100•	
Managed Connections Supported up to 100.000•	
Managed Streams Supported up to 20.000•	

Hardware Architecture
Industrial grade custom hardware•	
Hardware watch-dog system•	
Hardware Ethernet bypass (INT-EXT) on BM-10 and •	
BM-100
Mass storage on Compact Flash•	
2 x 10//100/1000 Mbps active network interfaces •	
for shaped bandwidth. Set to 10 Mbps for BM-10 and 
100 Mbps on the BM 100 product (internal, external 
port)
1 x 10/100/1000 Mbps network interface •	
(management port)
1 x serial port, RS-232, male DB9 connector•	

Management / Configuration
Integrated web management interface•	
Console port (RS-232, VT100)•	
Dual-image support (firmware)•	
Export/import of configurations•	
Status LED (power/fault/ready)•	
Alert notification (Syslog, email, GUI)•	

Supported Standards / Protocols
IEEE 802.3 (10Base-T), IEEE 802.3u (100Base- TX)•	
IP, ARP, TCP, UDP, ICMP•	
HTTP, NTP, TIME, DNS (client), SNMP•	
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Enable and Protect  Critical Business
The Oneshield Bandwidth Manager architecture allows the definition of multiple 
subchannels to “divide” the available bandwidth, enforcing the desired policy and 
network behaviour for them.

The Oneshield Bandwidth Manager solves the problem not simply adding more 
bandwidth at network bottlenecks but allowing  more control. It is important to give 
the network application exactly the bandwidth and priority it requires.

Oneshield Solution : more control on network application


