


The Oneshield Link Manager is the ideal solution for networks, where a combination of 3 or more WAN services is necessary to provide 
the bandwidth and redundancy required by network applications.The design of the system is based on powerful and original Oneshield 
Networks technology that in addition to the “outbound” link management also o�ers “inbound” load and link management functions utiliz-
ing an integrated DNS server.
Oneshield Networks is an European high-tech brand focusing on embedded IT and communication solutions. The Oneshield Networks idea 
is powered by Delemont Technology, with main headquarter in Venice Italy. Delemont is a company that develops, manufactures and sells 
network appliances, speci�cally designed and optimized for small and medium size enterprises.
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FEATURES

Speci�cations
Network appliance for policy-based link �a�Ú
management (load balancing, backup links, etc.)
Several secure VPN and tunneling technologies �a�Ú
supported
VPN load balancing and VPN backup�a�Ú
Pre-shared keys or X.509 certi�cates (integrated �a�Ú
Certi�cate Authority)
Transparent or non-transparent network operation�a�Ú
Policy routing based on network application or �a�Ú
source/destination (hosts/networks)
Inbound and outbound load balancing functions�a�Ú
Optimal utilization and combination of up to 4 �a�Ú
di�erent WAN ( IP or Internet ) services
Up to 4 WAN links each supporting a recommended �a�Ú
throughput of up to 100 Mbps

Hardware Architecture
Industrial grade custom hardware�a�Ú
Hardware watch-dog system�a�Ú
Hardware Ethernet bypass on Link Manager Nano �a�Ú
(LAN to WAN1)
Mass storage on Compact Flash�a�Ú
3 or 4 Ethernet LAN interfaces�a�Ú

Management / Con�guration
Integrated web management interface�a�Ú
Console port (RS-232, VT100)�a�Ú
Dual-image support (�rmware)�a�Ú
Export/import of con�gurations�a�Ú
Status LED (power/fault/ready)�a�Ú
Alert noti�cation (Syslog, email, GUI)�a�Ú

Supported Standards / Protocols
IEEE 802.3 (10Base-T), IEEE 802.3u (100Base-TX)�a�Ú
IP, ARP, TCP, UDP, ICMP�a�Ú
IPSec, GRE, IP Tunneling, OpenVPN, Oneshield �a�Ú
Networks Tunnel2
AES, DES, TripleDES, Blow�sh supported�a�Ú
HTTP, NTP, TIME, DNS (client and server)�a�Ú
PPPoE�a�Ú

Load Balancin Incoming 
In addition to the “outbound” load and link management capabilities the Oneshield 
Link Manager also o�ers “inbound” load and link management functions utilizing an 
integrated dynamic DNS server.
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High level of �exibility, many con�gurations 
Depending on the model, the Oneshield LM Appliances o�er up to 4 WAN links each 
supporting a throughput of up to 100 Mbps. This makes the LM family the ideal 
solution for networks, where a combination of 2 or more (similar or di�erent) WAN 
services (xDSL, E1/T1, E3/T3, ISDN, Frame Relay, etc.) are necessary to provide the 
bandwidth and/or redundancy required by the network applications.


